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pamasol "dh

Machines for Aerosols

and Spray Systems

Polyurethane foams in aerosol containers have been
used in a wide range of applications in the chemical and
building construction industries.

Pamasol has developed a machine concept designed
especially for filling polyurethane foams.

Individual machines and also automatic filling plants are
available according to capacity requirements.

With the Pamasol machine concept the customer has
the benefit of optimal solutions for the filling of
polyurethane foams.
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Automatic Filling Line
for PU foam

Ajuo sesodind uonewuoul 10y 818 SUOREASN||| ZE9G8Y L0 Jaquinu Auedwoo ‘sejen pue pue|Bu3 ui paielsiBel peywi SaLISNpU| Hd ® 4dd PEOJUMOP 0} 8p0D YO UBIS (££E6-1HA)



World Class Process, Packaging & Control Engineers For The Aerosol, Coating, Sealant & Pharmaceutical Industries

Technical Data

PU foam filling

Capacity

Semi-automatic filling unit

Application

Height of container 105 - 330 mm

up to 3000 containers per day (8 h) Diameter of container 52 - 66 mm

Special execution 80 mm

Automatic filling line Valves

indexed: up to 40 containers/min

1", tinplate, without dip tube

rotary: up to 150 containers/min

The effective performance depends on
the quantity of product and propellant
as well as on the required shaking

time.

Automatic Line, indexed
Type Macromat 2045/014

Feed table 33200 (1)

# Slat chain 150 mm wide

# Execution: Delrin or antistatic
# 8 lines, outlet 1 track

# Pneumatic shaking device
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Technical Data

PU foam filling
Macromat 2045/014 (2) Valve Sorter 2037-100/004 (3) Valve Elevator Connection piece 30000-070/008 (4)
# Possibility of installation: o For 1"-valves Option
up to 6 product fillers (2a) + Higher frame
Special: The air motor is separated o Feeding height: approx. 2800 mm
from the dosing cylinder in order + Vertical sorting disc, @ 600 mm
to avoid contamination in the air + Filling capacity of sorter
motor (2b) approx. 1500 valves
¢ Valve Inserter (2c) + Telescope rail
# Crimper

+ Star wheel, aluminium
# Protection guard

Indexing Unit X2023-0023 (5)

# Possibility of installation:
up to 5 propellant fillers (5a)
# 12 pitch star wheel, aluminium
# Stainless steel cladding for easy
cleaning
+ Control pneumatic
# Protection guard
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Technical Data

PU foam filling
Counting wheel 2026/100 (6) Can Shaker 2069/100 (7) Checkweigher (8) Inserter for threaded rings 2033/120
Sorter 2033/220 and Elevator for

to divide 16 containers + Shaking time: adjustable Third party product threaded rings 2070/100 (9)
+ To be fitted to a conveyor belt: + Shaking frequency: 120 r/min

90° or parallel # Stroke: ~ 200 mm
+ Option: Integration of an inkjet head ¢ Shaking: 16 containers

for coding the can bottom o Protection guard
Capper 2033/.. Accumulation Table (11)

Cap Sorter 2033-200/004 (10)

Option (if packaging is done manually)
# Inclined sorting disc
+ Integrated hopper and elevator
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